
 

Sheet Cleaner
Web Cleaner

Various
2000 - 6000 m³/h
Manual cleaning

Feeder
Diverses

4000 - 16000 m³/h

Feeder
Sheet Cleaner
Web Cleaner

Various
4000 - 16000 m³/h

Automatic cleaning

// General description

Our highly efficient centrifugal separators (FKF, FKA) serve as separators for air 
flows containing paper dust or paper particles. DUO-TECHNIK offers the 
systems in 3 different versions.
In the centrifugal separator, the air is set in a rotational motion. The resulting 
centrifugal forces push the paper dust and paper particles radially outwards. 
This paper dust and paper particles are transported downwards in spiral paths 
along the centrifugal separator into the collection container. The air collects in 
a vertical air stream in the middle of the centrifugal separator and leaves the 
centrifugal separator at the top either through a filter or into the environment. 
Our centrifugal separators are a cost-effective solution for paper dust and 
paper particles in a wide range of applications. 
DUO-TECHNIK centrifugal separators are low-maintenance, reliable and have a 
high filter efficiency at high air flows.

// Variants

FKF                                             FKA                                       FKAplus                       

Design of Modul Dry    DUO DustCollect



The cooling & process air is directed through the emitter area and is fed into 
the drying area in the inlet area of the dryer cassette as hot process air to 
absorb the moisture

    

  

Cooling & Process Air

Hot Process Air (air nozzle)

Running Direction

// Our Air Management – that makes it different!

The glass plate gets a temperature under 150 °C -> lower danger of fire
The hot-air nozzle makes effective process air available and helps cleaning the 
surface of the dryer from dust

OFF 40% 100% 60% OFFOFFOFFOFFOFF

// What makes ModulDry so effective?

Our Reflector is made of a special material 
It reflects light with a 95% reflection rate
It is long-term stable and scratch resistant

This gives a 10% higher infrared output compared to other systems
It has a transmission rate for light of 95% between 300-3000 µm wave 
length
It is temperature resistant up to 450 °C and has a high mechanical stability

// Your full known functionality - unique control

Each cassette can be controlled individually according to the needs of the 
printing process
The power of each drying module can be infinitely adjusted from 0-100%

Control of the dryer via modern touch panel (all machine interfaces possible)
Real time emitter monitoring of each cassette. A failure is displayed and the 
failure cassette could be exchanged in a view seconds
The configuration of the dryer modules can be saved per order and restored    
for following jobs

Means our system has a 10% higher infrared output

Our Protection glass is made out of a special material

// Scope of delivery

Including collection container (must be emptied manually at regular intervals)
Including 5 m hose from unit to fan (fixed piping and longer distances will be 
charged separately)
A 6 bar compressed air connection is required on site for manual cleaning
For automatic cleaning, a 6 bar compressed air connection and a 230 V 50 Hz 
power supply are required on site
Mobile version on movable frame (charged separately)
FKA4 - 16 can be retrofitted with automatic filter cleaning (upgrade to the 
respective Plus variant)

Type Volume
(m³/h)

Filters &
cleaning

Dust 
dimensions

Dimensions
(L x W x H)

FKF2

FKF4

FKF6

FKA4Plus

FKA6Plus

FKA8Plus

FKA16Plus

2.000

4.000

6.000

750x650x1.550 mm

850x750x1.550 mm

850x750x1.550 mm

900x950x3.100 mm

900x950x3.560 mm

900x950x4.060 mm

2.070x2.290x5.100 mm

4.000

6.000

8.000

16.000

Pressure indicator 
for manual cleaning 
with compressed air 
lance
Pressure indicator 
for manual cleaning 
with compressed air 
lance
Pressure indicator 
for manual cleaning 
with compressed air 
lance

1 filter with 
automatic 
cleaning with 
compressed air
1 filter with 
automatic 
cleaning with 
compressed air
1 filter with 
automatic 
cleaning with 
compressed air
3 filter with 
automatic 
cleaning with 
compressed air

For dust up to dust class M
>= 1 µm up to dust segments
of 2 mm

For dust up to dust class M
>= 1 µm up to dust segments
of 2 mm

For dust up to dust class M
>= 1 µm up to dust segments
of 2 mm

For dust up to dust class M
>= 1 µm up to larger paper 
tears

For dust up to dust class M
>= 1 µm up to larger paper 
tears

For dust up to dust class M
>= 1 µm up to larger paper 
tears

For dust up to dust class M
>= 1 µm up to larger paper 
tears

For dust segments >= 2 mm

For dust segments >= 2 mm

For dust segments >= 2 mm

For dust segments >= 2 mm

without

without

without

without

610x690x3.100 mm

900x950x3.560 mm

900x950x4.060 mm

2.070x2.290x5.100 mm

FKA4

FKA6

FKA8

FKA16

4.000

6.000

8.000

16.000

DUO DustCollect
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DUO-TECHNIK GmbH • Im Tiegel 4 • D-36367 Wartenberg • Phone: +49(0)6641/9695-0
Fax: +49(0)6641/9695-40 • e-Mail: info@duo-technik.com • www.duo-technik.com


